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A3.1 PROGRAM IDENTIFICATION

A3.1.1 Program Title

Dam Stability Analysis

A3.1.2 Program Code Name

BISHOP

A3.1.3 Program Origin and Support

Snowy Mountains Engineering Corporation Ltd.

A3.1.4 Current Version and Last Update

MS-DOS Version, Jakarta, Indonesia, May 1992

A3.1.5 Date of Documentation

2 May 1992

A3.1.6 Source Language

Microsoft FORTRAN 77 Version 4.10

A3.1.7 Abstract

This program, will analyze potential slip surfaces in homogeneous or zoned embankments,
and is also suitable for the analysis of excavated or natural slopes. Two analysis
techniques may be employed : either Bishop’s Simplified Method (circular failure surfaces),
or Janbu’s Method (arbitrary failure surfaces). The definition of the embankment and of
the zones is based on a system of defining nodes and lines. Soil shear strength properties
must be linear where Janbu’s Method is employed and may be linear on non-linear where
Bishop’s Simplified Method is employed. Pore pressures may be specified in the form of,
a trapezoidal grid, or as a function of total vertical stress, depending on the type of
analysis. Pore pressure parameters must be defined for zones designated as impervious.
The program is independent of units and will output factors of safety for static conditions,
or for pseudo-static earthquake conditions. All data is written in free format.

A3.1.8 Keywords

STABILITY DAM BISHOP SLOPE FACTORS SAFETY JANBU

A3-1 - 26 November 1992




A3.1 IDENTIFIKASI PROGRAM

A3.1.1 Judul Pragram

Analisis Kemantapan

A3.1.2 Nama Kg

BISHOP

A3.1.3 Asal dan

Bendungan

de Program

Pengolah Program

Snowy Mountains Engineering Corporation Ltd.

A3.1.4 Versi yan

g berlaku dan Penyempurnaan

Versi MS-DOS, Jakarta, Indonesia, Mei 1992

A3.1.5 Tanggal Dokumentasi

2 Mei 1992

A3.1.6 Bahasa S

umber

Microsoft FORTRAN 77 Versi 4.10

A3.1.7 Ringkasan

Program ini, akan men
berlapis, dan juga se

Janbu (permukaan runtuh sembarang).

ganalisa permukaan gelincir potensial dalam timbunan homogin atau
uai untuk analisis lereng galian atau asli. Dua teknik analisis dapat
digunakan : salah satuy Cara Sederhana dari Bishop (permukaan runtuh sirkular), atau Cara

Definisi dari timbunan dan lapisan adalah

berdasarkan suatu sistem penentuan titik pertemuan dan garis. Besaran kekuatan geser
tanah harus linier bila digunakan Cara Janbu dan boleh linier atau tidak linier bila digunakan
Cara Sederhana dari Bjshop. Tekanan pori dapat dispesifikasi dalam bentuk kisi trapesium,
atau sebagai suatu fungsi tekanan vertikal total, tergantung pada jenis analisis. Parameter
tekanan pori harus ditetapkan untuk lapisan-lapisan yang ditentukan sebagai tidak rembas.

Program tidak tergan
kondisi statik, atau un
bebas.

A3.1.8 Kata Kun

STABILITY DAM BIS

ci

SHOP SLOPE FACTORS SAFETY JANBU

ung dari satuan dan akan menghasilkan faktor keamanan untuk
tuk kondisi gempa pseudo-statik. Semua data ditulis dalam format
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